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SECTION I {

| SDMS DocID 548857 —
MANUFACTURER' S NAME : UNION INK COMPANY, INC. ' T
ADDRESS: . _ 453 BROAD AVENUE RIDGEFIELD, N.J. Q7657
' ~ Superfund Records Center
EMERGENCY TELEPHONE : . 281-945-5766 _ SITE: _elly ¢ +H
INFORMATION TELEPHONE:  201-945-S5766 . 'BREAK: N9
o , _ _ R:_ _SY§&sT
PRODUCT CLASS: SOLVENT MIXTURE MANUFAC TURERS CUDE IDENTIFFEATION
TRADE NAME: _ : SULV-1498, LYCF-1498, LACG-1498,
' ' UNIBGLAZE REDUCER UGLZ-1498, CE7S5, PACH-1498, ETC.
FABRICPATCH REDUCER
REDUCER, ETC.
‘ SECTION If -~ HAZARDOUS INGREDIENTS
INGREDIENT f TLY i LEL . VAPOR
( ppm | mg/M3 | { PRESSURE
: f f { I CmmHg)
AROMATIC HYDRIOCARBON f:12Q {f 1.1 | (1
GLYCOL ETHER i S@ (SKIN) i 1.1 1 .6
(“?TER f N.E. | f UK 1 2.4
. f f i f
f [ f f
f f ] f
( f ( f
| i ( f
BECTION IIy - PHYBICQL DATA
BUILING RANGE: 340-410 F. VAPOR DENSITY: X HEAVIER  _ LISHTER THAN AIR
EVARJRATION | ' PERCENT VOLATILE WEIBHT PER
RATE: _ FASTER X SLOWER THAN ETHER BY VOLUME: 100 GALLON: 7.5 LBS.
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SECTION IV — FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION: FLASH POINT: LEL:
COMBUSTIBLE LIQUID 108 F. 5

EXTINGUISHING MEDIA: .
Use water fog-—spray, carbon dioxide, dry chemicals, alcohol type
or universal—-type foams applied by recommernded techwniques.

UNUSURL FIRE AND EXPLOSION HAZARDS:
Ncrme

(VQECIQL FIRE FIGHTING pRUCEDURES-

Use self contained breathing apparatus and protective clothing.
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#hile Union [nk believes that the data contained herein are factual and the opinions expressed are these of qualitied experts regarding
the results of the tests conducted, the data are not to be faken as a warranty or representation for which Union Ink assuses legal re-
sponsibity. Since the use of this inforsation and these opinions and the conditions of use of the product are mot within the control of
v Unxon Ink, it is the userfs obligation to determine the conditions of safe use of the product. ' ‘
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SECTION VvV — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE: : - (8SEE SECTION II)

EFFECTS OF OVEREXPUSURE s (;
Excessive inhalation causes headache, rausea, dizziress, vomiting,
stupar, mild depressiorn or loss of cornscicusness. From eye cantact,

irritation or burns; skin contact, drying of skir.

EMERGENCY AND FIRST AID PROCEDURES . . SR
Remove to fresh air. Far breathing difficulties give artificial
respivation or oxyger. Flush eyes with plenty of water for at least
15 mirnutes. CALL A PHYSICIAN. Wash affected skin areas with water.
Remove contaminated clothirng. If swallowed, do rict induce vamitivg.

OTHER HEALTH HAZARDS: This chemical is not considered to be carcinogenics
Primary Route of Entry — [rhalaticn . -
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SECTION VI - REACTIVITY DATA

STABILITY: _ UNSTABLE X STABLE CONDITIONS TO AVOID: Heat, sparks, open flame
INCOMPATABILITY (Materials to avoid) : Strong acids, alkalais, oxidizing agents
HAZARDIUS DECOMPOSITION PRODUCTS: Burning may produce CO and/cr CO2

HAZARDOUS POLYMERIZATION: — MAY JCCUR X WILL NOT JCCUR
CONDITIONS TO AVOID: Nome

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: ' (j
Wear suitable protective eqguiomnert. Small spills could pe flushed with
larpe amourts of water. Large spills should be cocllected for disposal.

WASTE DISPOSAL METHOD:

Incinerate in a furnace where permitted under appropriate Federal, State,
and local regulations.
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INFORMAT ION

RESPIRATORY PROTECTION: , .
' Self contairned or air supplied breathirg apparatus in high concentrations. -

VENTILATION: » :
Mechanical exhaust (gereral) is acceptable.

Local exhaust is preferable to keep below TLV irn work areas.

PROTECTIVE GLOVES: Use salvent resistarnt gloves such asg rnecprerne or BUNS-N

EYE PROTECTION: Sarfety Glasses, gogoles, or Tace shields,
OTHER PROTECTIVE EGUIPMENT : Eye bath, safety shower, aprons.
HMIS INFORMATION: H. 2 Fo.2 R. & PP,

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:

WARNING ! COMBUSTIBLE AVOID PROLONBED BREATHING OF VAPOR
HARMFUL IF INHALED OR CONTACT WITH SKIN
LIQUID MAY CAUSE EYE AND SKIN IRRITATION KEEP CONTAINER CLOSED .éif

KEEP AWRY FROM HEAT, SPARKS, OPEN FLAME WASH HANDS THOROUBHLY AFTER USI
USE ONLY WITH ADEQUATE VENTILATION .

OTHER PRECAUTIUNS: .
FOR INDUSTRIAL USE ONLY
KEEP OUT OF THE REACH OF CHILDREN



